SECTION E-E
DETAIL 1

SECTION D-D
POST & BEAM
(TYP.)

SECTION E-E
DETAIL 1
(DETAIL 3 SIMILAR, OPPOSITE HAND)

SECTION C-C

NOTES:

1. SPLICE PLATES SHALL BE 3/16" THICK AT TOP BEAM CONNECTIONS. BOLTS AT LOCATION WHERE POST IS TO BE RETAINED IN TOP BEAM SPLICE PLATE TO BE SEATED ON TOP FLANGE. TOP FLANGE MUST BE SEATED IN TOP BEAM SPLICE PLATE TO BE SEATED ON TOP FLANGE.

2. FOR LOCATION OF DETAILS 1 AND 3, SEE BD-OS4.

3. SADDLE ASSEMBLIES SHALL BE SHIMMED AS REQUIRED TO PROVIDE STIFFENER "S" SEE NOTE 1.

4. FOR CHORD WIRE INLET DETAIL, SEE BD-OS1.

5. FOR CHORD CAP DETAILS, SEE BD-OS13.

NOTICE:

1. SPLICE PLATES SHALL BE 3/16" THICK AT TOP BEAM CONNECTIONS. BOLTS AT LOCATION WHERE POST IS TO BE RETAINED IN TOP BEAM SPLICE PLATE TO BE SEATED ON TOP FLANGE. TOP FLANGE MUST BE SEATED IN TOP BEAM SPLICE PLATE TO BE SEATED ON TOP FLANGE.

2. FOR LOCATION OF DETAILS 1 AND 3, SEE BD-OS4.

3. SADDLE ASSEMBLIES SHALL BE SHIMMED AS REQUIRED TO PROVIDE STIFFENER "S" SEE NOTE 1.

4. FOR CHORD WIRE INLET DETAIL, SEE BD-OS1.

5. FOR CHORD CAP DETAILS, SEE BD-OS13.

NOTICE:

1. SPLICE PLATES SHALL BE 3/16" THICK AT TOP BEAM CONNECTIONS. BOLTS AT LOCATION WHERE POST IS TO BE RETAINED IN TOP BEAM SPLICE PLATE TO BE SEATED ON TOP FLANGE. TOP FLANGE MUST BE SEATED IN TOP BEAM SPLICE PLATE TO BE SEATED ON TOP FLANGE.

2. FOR LOCATION OF DETAILS 1 AND 3, SEE BD-OS4.

3. SADDLE ASSEMBLIES SHALL BE SHIMMED AS REQUIRED TO PROVIDE STIFFENER "S" SEE NOTE 1.

4. FOR CHORD WIRE INLET DETAIL, SEE BD-OS1.

5. FOR CHORD CAP DETAILS, SEE BD-OS13.