CONCRETE ANCHOR SURFACE SLOPED 1:6 (SEE NOTE 6)

LIMITS OF EXCAVATION

ANCHOR UNIT DETAIL TOP VIEW
LEFT HAND SHOWN; RIGHT HAND OPPOSITE REINFORCEMENT NOT SHOWN

CONCRETE ANCHOR SURFACE SLOPED TO MATCH CABLES ON ROAD SIDE

KEEPER PLATE
28 GAUGE GALVANIZED STEEL, PAINTED ORANGE

LEFT HAND SHOWN; RIGHT HAND OPPOSITE REINFORCEMENT NOT SHOWN

S3 X 5.7 UPPER POST

ANCHOR UNIT DETAIL TOP VIEW
LEFT HAND SHOWN; RIGHT HAND OPPOSITE REINFORCEMENT NOT SHOWN

CONCRETE ANCHOR SURFACE SLOPED TO MATCH CABLES ON ROAD SIDE

KEEPER PLATE
28 GAUGE GALVANIZED STEEL, PAINTED ORANGE

LEFT HAND SHOWN; RIGHT HAND OPPOSITE REINFORCEMENT NOT SHOWN

S3 X 5.7 UPPER POST

ANCHOR UNIT DETAIL TOP VIEW
LEFT HAND SHOWN; RIGHT HAND OPPOSITE REINFORCEMENT NOT SHOWN

CONCRETE ANCHOR SURFACE SLOPED TO MATCH CABLES ON ROAD SIDE

KEEPER PLATE
28 GAUGE GALVANIZED STEEL, PAINTED ORANGE

LEFT HAND SHOWN; RIGHT HAND OPPOSITE REINFORCEMENT NOT SHOWN

S3 X 5.7 UPPER POST

ANCHOR UNIT DETAIL TOP VIEW
LEFT HAND SHOWN; RIGHT HAND OPPOSITE REINFORCEMENT NOT SHOWN

CONCRETE ANCHOR SURFACE SLOPED TO MATCH CABLES ON ROAD SIDE

KEEPER PLATE
28 GAUGE GALVANIZED STEEL, PAINTED ORANGE

LEFT HAND SHOWN; RIGHT HAND OPPOSITE REINFORCEMENT NOT SHOWN

S3 X 5.7 UPPER POST