SLOPE CONCRETE BARRIER
NORMAL WIDTH SINGLE CONCRETE BARRIER
WIDE SINGLE SLOPE 20'-0" PAY LIMIT

FINISHED GRADE

BAR LIST

<table>
<thead>
<tr>
<th>#</th>
<th>SIZE</th>
<th>NO.</th>
<th>LENGTH</th>
<th>USE</th>
<th>A</th>
<th>C</th>
<th>D</th>
<th>LOCATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>4SM1</td>
<td>#4</td>
<td>4</td>
<td>8'-0&quot;</td>
<td>STIRRUP</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>D</td>
</tr>
<tr>
<td>4SM2</td>
<td>#4</td>
<td>1</td>
<td>8'-1&quot;</td>
<td>STIRRUP</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>4&quot;</td>
</tr>
<tr>
<td>4SM3</td>
<td>#4</td>
<td>1</td>
<td>8'-2&quot;</td>
<td>STIRRUP</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>4&quot;</td>
</tr>
<tr>
<td>4SM4</td>
<td>#4</td>
<td>4</td>
<td>8'-3&quot;</td>
<td>STIRRUP</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>4&quot;</td>
</tr>
<tr>
<td>4SM5</td>
<td>#4</td>
<td>8</td>
<td>8'-4&quot;</td>
<td>STRINGER</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>10&quot;</td>
<td>4&quot;</td>
</tr>
</tbody>
</table>

NOTES:
1. SURFACES SHALL BE SMOOTH.
2. MATERIALS SHALL CONFORM TO 606-2.14, TRANSITIONS CONSTRUCTED OF, OR METAL.
3. CONSTRUCTION SHALL CONFORM TO 606-2.14, TRANSITIONS CONSTRUCTED OF, OR METAL.
4. UNLESS INDICATED OTHERWISE, EXCAVATION SHALL BE MADE IN ACCORDANCE WITH 606-3.01. GRANULAR BACKFILL SHALL CONFORM WITH SECTION 304 AND SHOULD MATCH THE ADJACENT ROADWAY UNLESS INDICATED OTHERWISE. EXCAVATION SHALL BE MADE IN ACCORDANCE WITH 606-3.01. GRANULAR BACKFILL SHALL CONFORM WITH SECTION 304 AND SHOULD MATCH THE ADJACENT ROADWAY UNLESS INDICATED OTHERWISE.
5. FINISHING OF BOTTOM OF STIRRUPS SHOWN IN SECTION A-A AND B-B IS NOT NECESSARY.
6. PROVIDED 2" COVER REQUIREMENTS ARE SATISFIED.

STATE OF NEW YORK
DEPARTMENT OF TRANSPORTATION
U.S. CUSTOMARY STANDARD SHEET

EFFECTIVE DATE: 01/08/09

ISSUED UNDER EB 12-026
APPROVED: 07/24/2012
DEPUTY CHIEF ENGINEER

ERRATA 1 EFF. 09/06/2012
ISSUED WITH EB 12-026
606-31