TOPS OF POSTS AND SHEATHING SHALL BE SLOPED TO SHED WATER.

SECTION B-B

FOOTING DETAILS

- 2 X 6 OR 2 X 8 TONGE AND GROOVE SHEATHING
- TO BE LEVEL ALL PANELS
- SEE ATTACHMENT DETAILS

GENERAL NOTES:
1. LUMBER TONGE AND GROOVE LAMINATED SIZES ARE NOMINAL, GLUE CEMENTS MANDATORY.
2. SAWED TIMBER AND DIMENSION LUMBER SIZES ARE NOMINAL. GLUE LAMINATED MEMBERS SHALL BE IN ACCORDANCE WITH THE SPECIFICATIONS.
3. SQUARE TIMBER, POLYWOOD OR COMPOSITE TIMBER ARE ACCEPTABLE.
4. LUMBER TONGE AND GROOVE SHEATHING IS TO BE USED IN CONSTRUCTION.
5. TOPS OF POSTS AND SHEATHING SHALL BE SLOPED TO SHED WATER.

STATE OF NEW YORK
DEPARTMENT OF TRANSPORTATION
U.S. CUSTOMARY STANDARD SHEET
NOISE BARRIER - WALL DETAILS
VERTICAL SHEATHING

APPROVED: 5/2/2008

DISAPPROVED AS OF 5/1/2016 PER EN 16-001

DESIGN EFFECTIVE DATE: 01/08/09

ELEVATION

SECTION A-A

POST STRINGER DETAIL

POST ATTACHMENT ANGLE DETAIL

LAP-BORDER BRACKET DETAIL

STRINGER ATTACHMENT ANGLE DETAIL

SELECTED DIAMETERS WILL BE SHOWN ON THE PLANS.

NOTES:
- LAST SECTION ALLOWED FOR 2'd FOOTING READING IN TABLE FOR EXTERIOR ANGLE TURNS.