CAST-IN-PLACE CONCRETE CURB

CAST-IN-PLACE CONCRETE CURB AND GUTTER

HOT MIX ASPHALT CURB

NOTES

1. USE CURB AND CURB AND GUTTER MEETING THE MATERIAL AND CONSTRUCTION REQUIREMENTS OF SECTION 609 OF THE STANDARD SPECIFICATIONS.

2. CURB AND CURB AND GUTTER MUST BE PLACED ALONG THE CENTERLINE OF THE CURB AND GUTTER.

3. CURB TYPES VERTICAL AND TYPE VF150G REQUIRE CURB ANCHOR. CURB AND GUTTER TYPES VF150G AND M100G REQUIRE CURB ANCHOR.

4. WHEN HOT MIX CURB LESS THAN 19" IN DIAMETER IS USED, CURB BOX IS REQUIRED.

5. USE CURB AND GUTTER MEETING THE MATERIAL AND CONSTRUCTION REQUIREMENTS OF CURB BOX JOIN.

STATE OF NEW YORK
DEPARTMENT OF TRANSPORTATION
U.S. CUSTOMARY STANDARD SHEET
CONCRETE CURB, CURB AND GUTTER,
AND HOT MIX ASPHALT CURB

APPROVED SEPTEMBER 25, 2008
ISSUED UNDER ER 63-267
609-03
EFFECTIVE DATE 2/1/89

U.S. CUSTOMARY STANDARD SHEET
CONCRETE CURB, CURB AND GUTTER,
AND HOT MIX ASPHALT CURB

APPROVED SEPTEMBER 25, 2008
ISSUED UNDER ER 63-267
609-03
EFFECTIVE DATE 2/1/89

U.S. CUSTOMARY STANDARD SHEET
CONCRETE CURB, CURB AND GUTTER,
AND HOT MIX ASPHALT CURB

APPROVED SEPTEMBER 25, 2008
ISSUED UNDER ER 63-267
609-03
EFFECTIVE DATE 2/1/89

U.S. CUSTOMARY STANDARD SHEET
CONCRETE CURB, CURB AND GUTTER,
AND HOT MIX ASPHALT CURB

APPROVED SEPTEMBER 25, 2008
ISSUED UNDER ER 63-267
609-03
EFFECTIVE DATE 2/1/89

U.S. CUSTOMARY STANDARD SHEET
CONCRETE CURB, CURB AND GUTTER,
AND HOT MIX ASPHALT CURB

APPROVED SEPTEMBER 25, 2008
ISSUED UNDER ER 63-267
609-03
EFFECTIVE DATE 2/1/89

U.S. CUSTOMARY STANDARD SHEET
CONCRETE CURB, CURB AND GUTTER,
AND HOT MIX ASPHALT CURB

APPROVED SEPTEMBER 25, 2008
ISSUED UNDER ER 63-267
609-03
EFFECTIVE DATE 2/1/89