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ROUTES 29 & 40 INTERSECTION IMPROVEMENT

SH 1437 SCHUYLERVILLE - GREENWICH

SH 1759 MIDDLE FALLS - S. ARGYLE

TOWN OF GREENWICH, WASHINGTON COUNTY

P.LN. 1236.22 B.LN.

- SEE
- ELEV AT CENTER 107.615

2.500 m

[TEM 612.01 M

(SODDING)
/15 mm y
TOPSOIL BED ;

100 mm ITEM 09615.16 M

(MULCHING)
300 mm

—_ ”, ;
\
) 40 mm ITEM 402.126201 M (TOP)
50 mm ITEM 402.136901 M (BINDER)
. / ITEM 407.01 M (TACKCOAT)
m [TEM 24616.20 M _ (2) 80 mm COURSE
(SELECT CLEAN FILL) / ITEM 402.376301 M (BASE)

ROUNDABOUT RECONSTRUCTION SECTION

ITEM 01609.0209 M
ITEM 203.02 M
(CUT), TYP.

M HARDSCAPE

300 mm ITEM 304.12 M (SUBBASE)
[TEM 207.14
(NOTE 2)

(CEOTEXTILE STABILIZATION)

mm ITEM 246l6.

150 mm ITEM 304.12 M

ES

SEE NOTE 1 & DWG. NO. 1.200 m
T5-4 FOR UNDERDRAIN (TYP.) S

20 mm ITEM 01608.9503 M (HARDSCAPE)
40 mm ITE
50 mm ITEM 402.196901 M (BINDER)

ITEM 407.01 M (TACKCOAT)

(2) 80 mm COURSE ITEM 402.376901 M (BASE)

402.126201 M (TOP)

300 mm ITEM 304.12 M (SUBBASE)
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DIRECTION

U

SEE NOTE 1 & DWG. NO.
T5-4 FOR UNDERDRAIN (TYP.)

ITEM
ITEM 304.12 M

NE+NW ROUNDABOUT QUADRANT SIDEWALK DETAIL

609.02

(FILL), TYP.
100 mm ITEM ¢

|~

ITEM 612.01 M (SODDING)

/15 mm TOPSOIL BED
300 mm ITEM 24616.20 M
(SELECT CLEAN FILL)
ITEM 609.0201 M STONE CURB,
GRANITE, TYPE A
[TEM 08520.5014 M

PARKING LOT

TACKCOAT ITEM 407.01 M

(2) 50 mm COURSES
ITEM 608.020101 M
300 mm ITEM 304.12 M
(SUBBASE)

(SELECT CLEAN FILL)

612.01 M
mm TOPSOIL BED

ITEM 610.0203 M (ESTABLISHING TURF)*

— 75 mm ITEM 613.0101 M (TOPSOIL)*

ITEM 08520.5014 M SAWCUTTING
/ PARKING LOT

|
Ll

(2) 50 mm COURSES

M ITEM 608.020101 M
TACKCOAT ITEM 407.01 M
300 mm ITEM 304.12 M
(SUBBASE)
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DESIGN SUPERVISOR

DETAIL A - = , B 3/31/04  CORRECTED WIDTH OF CIRC. ROAD 475
READ IN DIRECTION OF TRAVEL & REDUCED TRUCK APRON WIDTH,
ALL DIMENSIONS ARE IN m UNLESS OTHERWISE NOTED ADDED CENTER TSLAND CRADING DETAILS.
ITEM DESCRIPTION UNIT ITEM DESCRIPTION NOTES: AS BUILT REVISIONS
203.02 M |UNCLASSIFIED EXCAVATION AND DISPOSAL i’ 6051001 M | UNDERDRAIN FILTER TYPE 2 1. THE CONSTRUCTION OF UNDERDRAIN (HATCHED AREA) REQUIRES THAT IT BE PLACED AFTER THE SUBBASE MATERIAL HAS BEEN
203.03 M |EMBANKMENT IN PLACE m3 6051701 M | OPTIONAL UNDERDRAIN PIPE, 100 mm DIA. PLACED. THE PREVIOUSLY PLACED SUBBASE MATERIAL SHALL BE REMOVED WHEN EXCAVATING THE UNDERDRAIN TRENCH.
206.02 M |TRENCH AND CULVERT EXCAVATION m 608.0101 M | CONCRETE SIDEWALKS AND DRIVEWAYS NO PAYMENT REDUCTION FOR EXCAVATED SUBBASE.
207.14 M GEOTEXTILE STABILIZATION m? 608.020101 M | ASPH. SIDEWALKS, DRIVEWAYS & BIKE PATHS
. s | 01608.9503 M | INTEGRALLY COLORED HOT APPLIED SYNTHETIC . PRIOR TO INSTALLATION OF SUBBASE COURSE THE ENGINEER SHALL DETERMINE ANY AREAS WHERE UNSUITABLE MATERIALS MAY STONATORE TITE
304.12 M |SUBBASE COURSE, TYPE 2 m ASPH. WEARING SURFACE EXIST IN THE SUBGRADE. BASED ON THIS DETERMINATION THE CONTRACTOR SHALL EXCAVATE UNSUITABLE MATERIAL AOBE.
402.017901 M|T & L F9, SUPERPAVE HMA, 70 SERIES COMP MT 602.07 I STONE CURB, GRANITE, (TYPE M 150 MOD.) EXCAVATION SHALL BE PAID FOR UNDER ITEM 203.02 M. THIS AREA SHALL BE BACKFILLED WITH ITEM 304.12 M TO THE SUBGRADE
o - ’ : 609.0201M | STONE CURB, GRANITE, (TYPE A) FLEVATION TYPICAL SECTION
402.058901 M| SHIM COURSE F9, HMA MT 01609.0209 M |GRANITE CURB, TYPE T100 T
402.126201 M |12.5 mm F2 SUPERPAVE HMA, 60 SERIES COMP. | MT 6100205M | ESTABLISHING TURF
402.196501 M |19 mm F9 SUPERPAVE HMA, 60 SERIES COMP. MT 61201 M SODDING, INCLUDING TOPSOIL BED
402.376901 M [37.5 mm F9 SUPERPAVE HMA, 60 SERIES COMP. | MT 613.0101 M | TOPSOIL — STATE OF NEW YORK
407.01 M TACK COAT L | 24616.20 M SELECT CLEAN FILL = DEPARTMENT OF TRANSPORTATION
08520.5014 M |SAW CUTTING ASPH. PAVEMENT, ASPH. SURFACE | M 624.0109M | CONVENTIONALLY FORMED OR MACHINE FORMED =
COURSE, CONC. PAVEMENT OR ASPH. OVERLAY CONCRETE GUTTERS, TYPE BB FILENAME RECION DATE DRAWING NO.
O P 18633.06 M CLEANING EXIST. PAVEMENT AND/OR SHOULDERS 123602 A.TYP ] 01,03 TS o




