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DESCRIPTION 
 
Drill, blast and leave in place, rock below the subgrade surface, at the locations and to the depths 
shown on the plans or as ordered by the Engineer. 
 
MATERIALS 
 
None specified. 
 
CONSTRUCTION DETAILS 
 
The Contractor is responsible to use the proper depth and spacing of the holes and the amount 
and type of explosive to insure effective fragmentation and displacement.  Where presplitting is 
used, drill presplit holes at least to the depth of the subgrade fragmentation holes.  After blasting, 
the maximum allowed dimension of the fragmented rock pieces is 600 mm.  No unbroken rock 
in the area of fragmentation will be allowed to project into the subgrade area. 
 
Excavate test trenches at locations as ordered by the Engineer to verify results, and correct any 
found deficiencies by re-drilling and blasting. 
 
Backfill test trenches with rock, having a maximum size not to exceed 300 mm in the greatest 
dimension. 
 
Prior to placement of subbase, chink and compact the surface of the rock fragmentation area to 
the satisfaction of the Engineer. 
 
METHOD OF MEASUREMENT 
 
The quantity of this item is the number of square meters of subgrade fragmentation actually 
constructed,  computed on a horizontal plane between the centerline(s) of the ditches and stations 
shown on the plans, or as ordered by the Engineer. 
 
BASIS OF PAYMENT 
 
The unit price bid per square meter includes the cost of all labor, materials and equipment 
necessary to satisfactorily complete the work, including the cost of drilling, blasting, removal of 
any heaved materials, backfilling of test trenches, chinking and compacting the surface.  The 
excavation of test trenches is paid for under Item 206.02, Trench and Culvert Excavation. 
 
 


