
ITEM 17203.90 M - GRANULAR DRAINAGE BLANKET 

4/85 
M12/05/98 

DESCRIPTION: 
 
Under this item the Contractor shall furnish and place a granular drainage blanket in accordance 
with the details shown on the plans and requirements of the specification. 
 
MATERIALS: 
 
The material used to construct the granular drainage blanket shall not contain frozen material, 
organic material or other deleterious materials.  The material shall meet the following gradation 
requirements: 
 

SIEVE SIZE PERCENT PASSING BY WEIGHT 
19 mm 100 
9.5 mm 80-100 
2.0 mm 25-100 
425 _m 0-35 
150 _m 0-5 
75 _m 0-2 

 
The material shall be stockpiled, sampled, and tested in accordance with the procedures 
contained in the appropriate Departmental publications in effect on the letting date of the project. 
 
CONSTRUCTION DETAILS: 
 
The material being used to construct the granular drainage blanket may be placed for full depth 
in a single lift.  No compaction of this material is required. 
     
METHOD OF MEASUREMENT: 
 
The quantity shall be the number of cubic meters placed in the final position computed from 
payment lines shown on the plans, or where changes have been ordered, from payment lines 
established by the Engineer. 
 
BASIS OF PAYMENT: 
 
The unit cost bid shall include the costs of furnishing all materials, equipment and labor required 
to satisfactorily complete the work. 


