
ITEM 01206.04 M - TEST HOLES 

05/06/99 

DESCRIPTION: 
 
This work shall consist of the excavation of all materials, backfill, and surface restoration for locating existing 
subsurface utilities, storage tanks, and other underground structures and obstructions as directed by the Engineer. 
 
MATERIALS: 
 
Backfill shall consist of suitable excavated material unless otherwise directed by the Engineer. 
 
CONSTRUCTION DETAILS: 
 
The provisions of Section 206-3 shall apply. 
 
The Contractor shall take appropriate precautions while performing test hole excavations to not damage existing 
subsurface facilities. Such precautions may include, but are not limited to, hand digging. 
 
METHOD OF MEASUREMENT: 
 
The quantity of excavation shall be the number of cubic meters of material computed from neat lines established by 
the Engineer prior to performing the work or as modified by the Engineer during the exploratory excavations. 
 
The elevation of the bottom payment line shall be the actual depth necessary to locate the subsurface obstruction, as 
determined by the Engineer. The top payment line shall be the existing ground surface at the center of the 
excavation at the time the test pit is performed. The side payment lines shall be vertical to the bottom payment line 
and shall be the actual bottom width necessary, as determined by the Engineer, to locate the subsurface obstruction. 
 
BASIS OF PAYMENT: 
 
The unit price bid for this work shall include the cost of labor, materials, and equipment required to satisfactorily 
complete the work, including the costs of excavation, backfill (except select backfill paid for separately), disposal of 
excavated material, keeping the site dewatered and free from earth, water, ice, and snow when necessary, and 
replacement of any pavement, shoulder, and sidewalk courses, subcourses, curbs, drives, and other top surfaces as 
required. 
 
The cost for necessary guarding and protection required to protect the public from open trenches and, that required 
for the protection to ensure the safety of the workers shall be included in the bid price for Test Holes except that any 
support or protective system directed by the Engineer shall be paid for separately under the appropriate contract 
item. 


