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DESCRIPTION 
 
This work shall consist of furnishing and installing a Geomembrane at the location shown on the plans or 
as directed by the Engineer, including the preparation of the surface upon which the Geomembrane is 
placed. 
 
MATERIALS 
 
 
General 
 
The Geomembrane shall be the type appropriate for the intended use shown on the plans and as shown on 
the Approved List issued by the Department's Materials Bureau. 
 
Basis of Acceptance 
 
The Geomembranes which are on the Approved List issued by the Department's Materials Bureau shall be 
accepted on the basis of the brand name labeled on the Geomembrane or the Geomembrane container.  
Approval of a Geomembrane not on the Approved List may be obtained by submitting a 20 square meter 
sample of the Geomembrane to the Director of the Geotechnical Engineering Bureau for evaluation and 
acceptance (minimum of four months).  Acceptance of the Geomembrane will be made in accordance 
with procedural directives of the Geotechnical Engineering Bureau. 
 
CONSTRUCTION DETAILS 
 
The Geomembrane shall be protected during transport and storage.  The surface upon which the 
Geomembrane is to be placed shall be within reasonable conformity to the proposed grade.  Traffic or 
construction equipment will not be permitted directly on the Geomembrane.  Care shall be exercised by 
workers when walking or working on the Geomembrane. 
 
Seams shall be sealed as per the manufacturer's recommendations and to the satisfaction of the Engineer.  
The edges of the Geomembrane shall be secured in the manner shown on the contract plans or as directed 
by the Engineer. 
 
Geomembrane which becomes torn or damaged shall be replaced or patched as ordered by the Engineer.  
The patch shall extend one meter beyond the perimeter of the tear or damage and the seams shall be 
approved by the Engineer. 
 
 
METHOD OF MEASUREMENT 
 
The quantity of Geomembrane will be the number of square meters computed from the payment lines 
shown on the plans or from payment lines established in writing by the Engineer.  Payment will not be 
made for Geomembrane used for repairs, seams, or overlaps. 
BASIS OF PAYMENT 
 
The unit price bid per square meter for this item shall include the cost of furnishing all labor, equipment, 
and materials necessary to complete the work, including the cost of preparing the surface upon which the 
Geomembrane is placed and securing the edges of the Geomembrane. 
 


