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DESCRIPTION 
 
This work shall consist of furnishing and installing Bioretention and Dry Swale Soil in 
accordance with the contract documents and as directed by the Engineer. 
 
 
MATERIALS 
 
The soil for Bioretention areas and Dry Swales shall be a uniform mix, free of stones, stumps, 
roots or other similar objects larger than 50mm in diameter.  No other materials or substances 
shall be mixed or dumped within the Bioretention or Dry Swale area that may be harmful to 
plant growth, or prove a hindrance to planting or maintenance operations.  The Bioretention and 
Dry Swale soil shall be visibly free of noxious weeds. 
 
Bioretention and Dry Swale soil shall be a mixture of 2 parts sand and 1 part topsoil, by volume.  
Sand shall meet the requirements of §703.07 Concrete Sand. Topsoil shall meet the requirements 
of §713-01 Topsoil-Type A.  The mixture shall have a pH Range of 5.2 to 7.6. 
 
Acceptance of Bioretention and Dry Swale soil will be based upon a material certification from 
the Supplier that the material conforms to the above requirements. 
 
 
CONSTRUCTION DETAILS 
 
Bioretention and Dry Swale Soil shall be furnished and placed at the locations and to the depth 
as shown in the contract documents.  Placement of Bioretention and Dry Swale Soil shall be 
done in lifts of 300mm to 450mm.  The soil shall be loosely compacted, such as by tamping 
lightly. 
 
 
METHOD OF MEASUREMENT 
 
This work will be measured as the number of cubic meters of Bioretention and Dry Swale Soil 
installed. 
 
 
BASIS OF PAYMENT 
 
The unit price bid shall include the cost of furnishing all labor, materials, and equipment 
necessary to satisfactorily complete the work. 


