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DESCRIPTION.  The work shall consist of installing stored stone masonry at the locations
indicated on the Contract Plans, or where ordered by the Engineer.

The stored material may, or may not, be match-marked.

Unused stored material shall, upon written release of the Engineer, become the property of the
Contractor.  It shall be disposed of.

MATERIALS.  All stone masonry is existing material.

Mortar shall conform to the requirements of Subsection 560-2.06.  The masonry cement used in
the mortar shall be nonstaining to limestone as specified as ASTM C91.

Anchor slots shall be 1.613 mm thick steel, galvanized in accordance with Subsection 719-01,
Type IV.

Anchors shall be stainless steel conforming to the requirements of ASTM A167, Type 301, 302,
or 304.

Dowels shall be stainless steel conforming to the requirements of ASTM A276, Type 302 or 304,
annealed.

CONSTRUCTION DETAILS:  Stone masonry shall be installed in accordance with the
requirements of the following table, and the attendant modifications:  

INSTALLATION REQUIREMENT

Dimension Stone Masonry 560-3.01; 560-3.02
Stone Masonry 560-3.01; 560-3.02; 560-3.04
Rubble Stone Masonry 560-3.01; 560-3.05
Rubble Stone Masonry (Laid Dry) 560-3.01; 560-3.05; 560-3.06
Stone Coping 560-3.01; 560-3.02

Shop drawings and sample walls are not required.

The following operations shall be performed prior to the installation of all stone which requires
these operations to be performed:

1. Drilling holes into stone and concrete.
2. Removal of existing mortar.
3. Cutting as necessary to obtain a proper fit.

Anchors and dowels shall be installed as shown on the Contract Plans.
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All damage to stone, or to other material, caused by the Contractor’s operations, shall be repaired
in a manner satisfactory to the Engineer, at no cost to the State.

All unused stone shall be disposed of in a manner, and at a site, acceptable to the Engineer.

METHOD OF MEASUREMENT:  The work will be measured as the number of square meters
of stored stone masonry installed (including joints).                                                    

Except for coping stone installation, measurement will be taken as the vertical projection of the
exposed surface of installed stone masonry.

In the case of coping stone installation, measurement will be taken as the horizontal projection of
the exposed surface of the coping stone.

Stone masonry indicated on the plans as not exposed to view will be considered as exposed for
measurement purposes.

BASIS OF PAYMENT: The unit price bid per square meter shall include the cost of all labor,
materials and equipment necessary to complete the work, including the drilling of holes into
stone masonry and concrete, furnishing and installing anchors and dowels, the providing of a
disposal site for unused stone, and transportation to and from the disposal site.

No payment will be made for repair work to stone or other material damaged due to the
Contractor’s operations.


