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DESCRIPTION:

Under this item, the Contractor shall remove existing stone pillars and walls from their
original locations and reset them at the location and to the dimensions as shown on the
plans or as ordered by the Engineer.

MATERIALS:

The stone used shall be the existing material from the wall or pillars being removed. 

At the Contractor's option, new clean stone matching the stone within the existing stone
wall as to composition, nominal size, and appearance as approved by the Engineer may be
utilized to construct the reset stone walls and pillars.

The cement mortar shall be proportioned as follows:

Portland Cement, Type 2 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1 Part by Weight
Masonry Cement . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1 Part by Weight
Mortar Sand . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4 ½ to 6 Parts by Weight

The ingredients for the cement mortar shall comply with the following:

Portland Cement, Type 2 701-01
Masonry Cement 701-02
Mortar Sand 703-03

CONSTRUCTION DETAILS:

The Contractor shall carefully remove the existing stone walls and pillars as shown on the
Plans or as ordered by the Engineer.  All stone shall be cleaned and old mortar or debris
removed prior to reuse within the reset stone walls and pillars.  The new wall or pillar shall
be set true to line and to the dimensions shown on the Plans or as ordered by the
Engineer.  The workmanship shall duplicate that of the previously restored stone walls and
pillars at the Ryan Residence and the Stone Fence Motel, Stations 40+500 to 40+600 left
and Stations 42+575 to 42+675 left respectively.

Several stone pillars incorporate lighting.  The Contractor shall salvage the existing lighting
fixtures for incorporation into the Reset Stone Pillars.  It will be the Contractor’s
responsibility to incorporate the requisite wiring into the Reset Stone Pillars in order to
energize the lights.  The cost of re-establishing the lighting, to include the wiring, salvage
of lights, installation, and energization shall be included within the cost of the Remove and
Reset Stone Pillars Item.
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METHOD OF MEASUREMENT:

The quantity to be measured under this item will be the number of cubic meters of stone
walls and pillars reset in accordance with the plans and the directions of the Engineer.

BASIS OF PAYMENT:

The unit price bid shall include the cost of furnishing all labor, materials, and equipment
necessary to complete the work.  Excavation and backfill shall be paid for separately under
the appropriate items.


