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DESCRIPTION.  The work shall consist of fabricating, shipping and erecting precast concrete
pier column and capbeam units as specified in the contract documents.. 

MATERIALS.  The Contractor shall notify the DCES of the source of precast units, for approval
within (7) days after the award of the contract.  Precast concrete units shall meet the
requirements of the PCCM.

CONSTRUCTION DETAILS.  All the provisions of PCCM shall apply as modified herein. 

 Joints
All dowels, splices, joint filler material, grouting materials, waterproofing strips or other
sealing materials supplied by the Manufacturer, shall be furnished and installed by the
Manufacturers’ representative or the contractor in accordance with the Manufacturer’s
directions and as approved by the Engineer. The Contractor shall be  required to have the
manufacturer’s representative on site during the installation and  erection procedure to assure
the compliance to manufacturer’s directions and  specifications. The manufacturer shall
certify to the Engineer that all the work in regards to the joints and splices have been
performed to their satisfaction and in accordance with their directions.      

  
METHOD OF MEASUREMENT. 

The quantity to be paid for under this work shall be the number of  meters of each element installed
as measured along the centerline of each unit. The length of each unit as shown on the Contract
plans will be used. No field measurements will be taken.

BASIS OF PAYMENT. 

The unit price bid shall include the cost of all labor, materials and equipment necessary to complete
the work. 


