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DESCRIPTION: 
 
The work shall consist of cleaning clogged curb drains.  The work shall be accomplished at the 
locations indicated in the Table of Locations for Drainage System Cleaning or where directed by 
the Engineer.   
 
MATERIALS: 
 
Not specified.  All equipment shall be approved by the Engineer prior to actual use. 
 
Construction Details: 
 
Cleaning:  The existing curb drain including the area within 3 meters of the roadway shall be 
cleaned by hand, high pressure water, vacuum, mechanical rodder, or other techniques 
satisfactory to the Engineer. 
 
Chemical cleaning agents shall not be used during cleaning or flushing operations, unless 
permission has been granted by the Regional Director for their use.  All damage to the curb 
drains or any of their elements that occurs during cleaning operations shall be repaired by the 
Contractor to the satisfaction of the Engineer at no additional cost to the State.  Debris from the 
cleaning operations shall not be deposited in or around the structure, highway, roadway slopes, 
drainage systems or streams.  It shall be disposed of in an environmentally safe manner 
satisfactory to the Engineer. 
 
Weather limitations:  Cleaning or testing operations requiring the use of water shall not be 
conducted when the air temperature is below 0Ec without prior approval of the Engineer. 
 
METHOD OF MEASUREMENT: 
 
The quantity to be measured will be each curb drain cleaned as identified by the Table of 
Locations for Drainage System Cleaning or where directed by the Engineer. 
 
BASIS OF PAYMENT: 
 
The unit price bid for cleaning each scupper shall include the cost of furnishing all labor, 
materials, removal of debris and equipment necessary to complete this work.   


