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DESCRIPTION:

This work shall consist of the construction of a nestable type corrugated metal pipe in
accordance with this specification, the Contract Plans and the appropriate Standard Sheets.

MATERIALS:

Materials shall meet the applicable requirements as listed in Subsection 603-2 of the Standard
Specifications. The pipe shall be manufactured of corrugated metal sheets curved to form a
semi-circular section with a flange for the full length along each edge. The flange shall be
formed integrally with each 1/2 section of pipe; shall be not less than 2 - 450 mm wide and shall
be punched for connecting bolts of not less than 10 mm diameter at a maximum spacing of 350
mm.
The actual bolt size and spacing shall be determined by the manufacturer and submitted to the
Engineer for approval prior to fabrication.  All assembly fittings and bolts shall be
galvanized. 

CONSTRUCTION DETAILS:

Section 603-3 of the Standard Specifications shall apply with the following addition to
Subsection 603-3.03. The pipe must be fully assembled and all bolts and connecting bands
tightened completely before backfilling begins.

METHOD OF MEASUREMENT:

Section 603-4; Subsection 603-4.02 of the Standard Specifications shall apply.

BASIS OF PAYMENT:

Section 603-5 of the Standard Specification shall apply. The Contract price bid will be paid per
linear meter for the completed pipe and shall include all costs for equipment, material and labor
that may be necessary to properly assemble the half sections to form the completed pipe.

Payment will be made under:

ITEM NO.       ITEM DESCRIPTION                    PAY UNIT

02603.0501 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 150 mm Diameter, 18 Gauge         Linear Meter

02603.0502 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
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Type)150 mm Diameter, 16 Gauge         Linear
Meter

02603.0503 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 200 mm Diameter, 18 Gauge         Linear Meter

02603.0504 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 200 mm Diameter, 16 Gauge         Linear Meter

02603.0505 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 200 mm Diameter, 14 Gauge         Linear Meter

02603.0506 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 250 mm Diameter, 18 Gauge         Linear Meter

02603.0507 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 250 mm Diameter, 16 Gauge         Linear Meter

02603.0508 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 250 mm Diameter, 14 Gauge         Linear Meter

02603.0509 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 300 mm Diameter, 16 Gauge         Linear Meter

02603.0510 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 300 mm Diameter, 14 Gauge         Linear Meter

02603.0511 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 375 mm Diameter, 16 Gauge         Linear Meter

02603.0512 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 375 mm Diameter, 14 Gauge         Linear Meter

02603.0513 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 375 mm Diameter, 12 Gauge         Linear Meter

02603.0514 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 450 mm Diameter, 16 Gauge         Linear Meter

02603.0515 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 450 mm Diameter, 14 Gauge         Linear Meter

02603.0516 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 450 mm Diameter, 12 Gauge         Linear Meter

02603.0517 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 525 mm Diameter, 16 Gauge         Linear Meter

02603.0518 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 525 mm Diameter, 14 Gauge         Linear Meter

02603.0519 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 525 mm Diameter, 12 Gauge         Linear Meter

02603.0520 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 600 mm Diameter, 16 Gauge         Linear Meter

02603.0521 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
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Type) 600 mm Diameter, 14 Gauge         Linear Meter
02603.0522 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 600 mm Diameter, 12 Gauge         Linear Meter

02603.0523 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 600 mm Diameter, 10 Gauge         Linear Meter

02603.0524 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 750 mm Diameter, 16 Gauge         Linear Meter

02603.0525 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 750 mm Diameter, 14 Gauge         Linear Meter

02603.0526 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 750 mm Diameter, 12 Gauge         Linear Meter

02603.0527 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 750 mm Diameter, 10 Gauge         Linear Meter

02603.0528 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 750 mm Diameter, 8 Gauge          Linear

Meter
02603.0529 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 900 mm Diameter, 16 Gauge         Linear Meter
02603.0530 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 900 mm Diameter, 14 Gauge         Linear Meter
02603.0531 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 900 mm Diameter, 12 Gauge         Linear Meter
02603.0532 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 900 mm Diameter, 10 Gauge         Linear Meter
02603.0533 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 900 mm Diameter, 8 Gauge          Linear
Meter

02603.0534 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1050 mm Diameter, 16 Gauge        Linear Meter

02603.0535 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1050 mm Diameter, 14 Gauge        Linear Meter

02603.0536 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1050 mm Diameter, 12 Gauge        Linear Meter

02603.0537 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 1050 mm Diameter, 10 Gauge        Linear Meter

02603.0538 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1050 mm Diameter, 8 Gauge         Linear

Meter
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02603.0539 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1200 mm Diameter, 16 Gauge        Linear Meter

02603.0540 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1200 mm Diameter, 14 Gauge        Linear Meter

02603.0541 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 1200 mm Diameter, 12 Gauge        Linear Meter

02603.0542 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1200 mm Diameter, 10 Gauge        Linear Meter

02603.0543 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1200 mm Diameter, 8 Gauge         Linear

Meter
02603.0545 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 1350 mm Diameter, 14 Gauge        Linear Meter
02603.0546 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 1350 mm Diameter, 12 Gauge        Linear Meter
02603.0547 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 1350 mm Diameter, 10 Gauge        Linear Meter
02603.0548 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 1350 mm Diameter, 8 Gauge        Linear
Meter

02603.0551 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 1500 mm Diameter, 12 Gauge        Linear Meter

02603.0552 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1500 mm Diameter, 10 Gauge        Linear Meter

02603.0553 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type)1500 mm Diameter, 8 Gauge         Linear

Meter
02603.0556 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type) 1650 mm Diameter, 12 Gauge        Linear Meter
02603.0557 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type)1650 mm Diameter, 10 Gauge        Linear Meter
02603.0558 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 

Type)1650 mm Diameter, 8 Gauge         Linear
Meter

02603.0562 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 1800 mm Diameter, 10 Gauge        Linear Meter

02603.0563 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 1800 mm Diameter, 8 Gauge         Linear Meter

02603.0568 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 1950 mm Diameter, 8 Gauge         Linear Meter
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02603.0573 M   Round Corrugated Steel Pipe (68 mm x 13 mm)(Nestable 
Type) 2100 mm Diameter, 8 Gauge         Linear Meter


