ITEM 604.5111 10 - FLEXIBLE CHECK VALVE (INTERNAL MOUNT)-
600 MM DIAMETER

ITEM 604.5112 10 - FLEXIBLE CHECK VALVE (INTERNAL MOUNT)-
900 MM DIAMETER

ITEM 604.5113 10 - FLEXIBLE CHECK VALVE (INTERNAL MOUNT)-
450 MM _DIAMETER

ITEM 604.5114 10 - FLEXIBLE CHECK VALVE (INTERNAL MOUNT)-
525 MM DIAMETER

DESCRIPTION

Work under this item shall consist of furnishing and installing a flexible check valve inside of a
pipe of the type, size, and at locations shown on the contract plans. The nominal diameter
indicated for the flexible check valve in this specification is the inside diameter (1.D.) of the pipe
to receive the valve.

MATERIALS

The flexible check valve shall be a Series 37G Tideflex Check Valve as manufactured by the
Red Valve Company, Inc., 700 North Bell Avenue, Carnegie, PA 15106 (Telephone (412)-279-
0044; FAX (412)-279-7878), or approved equal. The company name, plant location, valve size
and serial number shall be bonded to the check valve.

CONSTRUCTION DETAILS

Prior to ordering the flexible check valve, field measurements of the inside diameter of the
existing or new pipe to receive the valve shall be taken by the contractor or the manufacturer’s
representative to assure a proper fit inside the pipe.

The check valve shall be placed inside existing or new pipe at locations shown on the contract
plans and secured by an expanding steel clamp as recommended by the manufacturer.

All adjustments, repairs or replacement of damaged or defective valves shall be performed at no
cost to the State.

METHOD OF MEASUREMENT

This work shall be measured as the number of check valves installed in accordance with the
specifications, contract plans and orders of the engineer.

BASIS OF PAYMENT

The unit price bid for this item shall include the cost of all labor, materials, and equipment
necessary to complete the work.
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