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Description:  

The work shall consist of furnishing and installing barbed wire for fences and gates, including mounting
brackets and hardware in accordance with the Contract Documents, New York State Department of
Transportation (NYSDOT) and as ordered by the Engineer.
 
Materials:  

Barbed wire shall be galvanized steel, two (2) strand twisted No. 12.5 ASW gauge galvanized steel wire
with four (4) point barbs of No. 14 ASW gauge galvanized steel wire, spaced evenly apart approximately
100mm.  
Galvanizing for barbed wire, wire supports, and hardware shall be in accordance with Section 710-02,
Galvanized Steel Fence Fabric.
 
All material shall be new.  

Construction Details:
 
All barbed wire supports shall be compatible with the posts supplied under other fence or gate items.
Supports shall be placed angling in the direction of any existing fence with barbed wire adjoining to the
work. In an all new installation, supports shall angle outward from the intended secure area.
 
Barbed wire strands shall be stretched and each strand secured to each post to prevent slipping out of line
or becoming loose. At end, corner, and gate posts, the barbed wire shall be securely wrapped and
anchored once around the post from outside and secured against slipping by tying the ends with snug,
tight twists.  

When directed by the Engineer, the Contractor shall span an opening below the fence fabric with barbed
wire fastened to posts of the required length at locations of small natural or drainage ditches where it is
not practical to conform the fence to the general ground contour.  

At locations where the new barbed wire abuts existing fence with barbed wire, the wires shall be spliced
with an approved galvanized bolt-clamp splice or a wire splice made as follows: the ends of each wire
shall be carried 76mm beyond the splice point and wrapped around the other wire for at least six (6) turns
in opposite directions.  

METHOD OF MEASUREMENT:  

The quantity to be measured for payment under this item shall be the number of meter of fence measured
from outside post to outside post satisfactorily installed, no additional payment for extra strands.  

BASIS OF PAYMENT:  

The unit bid price per meter shall include the cost of all strands of barbed wire, supports, brackets,
hardware, splice clamps and any other material, labor and equipment necessary to incorporate the barbed
wire onto the fence and/or gate.


