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DESCRIPTION:
The work shall consist of furnishing , erecting, moving and removing temporary pedestrian fencing
including all hardware and construction systems necessary to complete the work. Temporary pedestrian
fencing shall be installed according to the details and at the locations indicated on the Contract Plans.

MATERIALS:
Materials used for this work shall conform to the following requirements:

PART         REQUIREMENTS
Vinyl Coated Steel Fence Fabric 710-03
Steel Fence Fabric (Aluminum Coated) 710-04
Posts, Rails, Braces, and Fittings 710-10.3
Plastic Coated Posts, Rails, Braces, and Fittings 710-12
Angles and Plates ASTM A 36M
Steel "T" and Wide Flange Sections ASTM A 36M
U-Bolts ASTM A307
Nuts and Bolts ASTM A307 and ASTM A325M
Pipe Supports ASTM A 53
Anchor Bolts ASTM A449

All uncoated steel shall be galvanized unless otherwise indicated on the Contract Plans or in the Proposal.
Unless otherwise specified, galvanizing shall be in accordance with the requirements of Subsection
719-01, type as applicable. The type and size of fence fabric, posts, rails, braces, and fittings will be
designated on the Contract Plans or in the Proposal.

Top and bottom edges of the fence fabric shall be "knuckled" (wire ends bent back upon themselves to
eliminate sharp wire ends).

Unless otherwise noted on the Plans:

1. Posts shall be a nominal 64 mm dia. (73 mm O.D.). Minimum weight per 305 mm shall be 2.61 kg for
Schedule 40 Pipe and 2.10 kg for Class B Steel Tubing.

2.Tension wire shall be 7 GA. galvanized steel or 4.877mm dia. aluminum wire.

.

CONSTRUCTION DETAILS:
The posts shall be fastened to the structure in accordance with the details indicated on the Contract Plans

Fence fabric shall be firmly attached to the posts. All fencing shall be stretched taut.

Posts shall be set so that straight sections are truly vertical.
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All welding shall meet the requirements of the New York State Steel Construction Manual.

Field welding shall be allowed only where indicated on the Contract Plans, or where ordered by the
Engineer. Remove galvanizing in the area of the weld, prior to welding.

All finished surfaces of welds, and surfaces from which the galvanizing has been removed, shall be
repaired in accordance with the requirements of Subsection 719-01. All galvanizing repair shall be done
at no additional cost.

Unless otherwise noted on the plans:

1. The fabric shall be securely fastened to all posts with stretcher bars fastened to the posts, with stretcher
bands spaced at a maximum of 355mm and in a manner permitting adjustment of the fabric tension..

2. Tension wire shall be installed as shown on the plans

3. All posts shall be composed of the materials shown on the plans and at the spacing shown on the plans..

METHOD OF MEASUREMENT:
Measurement will be taken as the number of linear meters of fencing installed.
Measurement will be taken along the bottom of the bottom rail, center-to-center of terminal posts.

BASIS OF PAYMENT:

The unit price bid per linear meter shall include the cost of furnishing all labor, materials, and equipment
necessary to complete the work. Any movement of temporary pedestrian fencing , except movements
necessary to maintain, realign, or replaced damaged portions will be considered as a movement to a new
location and the Contractor will be entitled to payment for the movement. 
After placement, payment will be made for ninety (90) percent of the quantity of temporary pedestrian
fencing furnished and erected in accordance with the contract requirements. The remaining ten (10)
percent will be paid upon removal.


