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DESCRIPTION. 
Under this item the Contractor shall provide labor, materials, equipment and incidentals necessary to 
construct new brick veneer piers of both types including cast stone pier caps, in accordance with the 
contract drawings, as herein specified, and as directed by the Engineer. 
 
MATERIALS. 
Concrete shall conform to the requirements of subsection 501-2.  Concrete shall be Class A. 
 
Reinforcing Steel shall conform to the requirements of ASTM A615. 
 
Brick:  Bricks used in this work shall be new, sound, of best quality, burned hard entirely through, 
regular and uniform in shape, size and quality, and of compact texture, exterior exposure. 
 
Brick piers and footings shall be true to line and grade, maintaining level and uniform joints.  Masonry 
and mortar shall be protected against freezing at temperatures below 40 degrees F. 
 
Mortar:  Mortar shall be 1 bag Portland Cement (Type II_, 1 bag Masonry Cement (ASTMC-91), 6 cu. 
ft. (.17 cu. meters) masons sand (ASTMC-144), 4 gals (15L) Laticrete 8510, and 4 gals clean, potable 
water. 
 
Cast Stone Pier Caps:  Cast stone shall be produced by manufacturers regularly engaged in the 
production of precast concrete.  Cast stone pier caps shall be as specified on the contract drawings.  Set 
pier caps in full beds of mortar. 
 
Cast Stone Ball Finial:  Cast stone shall be produced by manufacturers regularly engaged in the 
production of precast concrete.  Cast stone ball finials shall be as specified on the contract drawings.  Set 
Ball Finials in full beds of mortar. 
 
Dowels:  Reinforcing dowels shall be as specified on contract drawings and meet the requirements of 
subsection 586-1.01.  The reinforcing dowels shall be cast into the caps as indicated in the contract 
drawings.  Core drill holes into concrete sections to receive new Pier Caps.  Holes to receive dowels 
shall be 6 mm to 12 mm larger diameter than the dowels to allow for grouting. 
 
Grout:  Grout material shall conform to subsecton 701-07. 
 
Steel Bar:  Shall be hot dipped galvanized, size noted on drawings. 
 
 
CONSTRUCTION DETAILS. 
Cleaning:  Thoroughly clean, and wet bricks before placing.  Parge face of concrete core wall with 
mortar.  Set brick in full beds of mortar, with ends buttered with mortar. 
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Except in freezing weather, wet brick shall have ASTM C67 absorption rates greater than 0.025-oz per 
square inch per minute. 

Determine absorption by placing 20 drops of water inside a circle the size of a quarter on 
typical brick units.  If water is absorbed within 1-1/2@/minute, wet brick. 

Wet the brick prior to use to ensure units are free from water adhering to their surface when laid 
in the wall. 

 
Do not dip individual brick in water before laying.  Instead, play a hose on the piled brick until water 
runs from brick.  Wet down, one day before brick are to be used.  In hot weather, wet down 2 to 4 hours 
before bricks are to be used. 
 
Construct concrete footing and core for brick faced piers.  The Engineer must examine all work, and 
report any defects affecting installation to the contractor for correction. 
Brick masonry shall be laid up in the pattern shown on drawings, by skilled masons and in a first class 
manner.  Masonry shall be laid plumb, true to line and grade with level courses accurately spaced 
throughout and be anchored as shown on plans or herein specified.  Bricks shall be satisfactorily wet 
when being laid, and each brick shall be laid in mortar to form a full bed, end and side joints at one 
operation.  Mortar joints between bricks shall be 3/8@ concave.  Brickwork shall be laid with a 
satisfactory bond, and as it progresses shall be raked back in course, unless otherwise permitted. 
 
Cast stone ball finial and cast stone cap shall be pre-cast in the dimensions shown on drawings and shall 
be set in a mortar bed with stainless steel dowels as shown and specified. 
 
All fresh brickwork shall be carefully protected from freezing an from drying effect of the sun and wind, 
and if required, it shall be sprinkled with water at such intervals and for such injuries of all sorts, and all 
portions which may become damaged or may be found defective shall be repaired, or if directed, 
removed an rebuilt. 
 
Thoroughly clean brick faces of mortar stains.  Use only fiber brushes.  Do not use acids or cleaning aids 
that will be detrimental to brick or mortar. 
 
SUBMITTALS:   
Submit the following for Engineer=s review: 
 
Shop drawings required for all work included under these items. 
Four (4) brick samples of each type indicated on contract drawings to show color variation and Catalog 

Cuts. 
Shop drawings and color samples of cast stone caps and cast stone ball finial. 
One (1) cast stone sample of each stone cap. 
Certificates for cast stone, including type and gradation of aggregate portland cement, concrete mix, and 

concrete strength. 
 
MEASUREMENT AND PAYMENT.   



ITEM 607.7033  06 - BRICK VENEER PIERS WITH CAST STONE BALL FINIAL-  
TYPE 1 

ITEM 607.7034  06 - BRICK VENEER PIERS WITH CAST STONE BALL FINIAL  
TYPE 2 

 

 Page 3 of 3 06/23/03 

The quantity of Brick Veneer Piers with cast stone ball finial to be paid for under this item shall be the 
quantity furnished and installed in accordance with the drawings, specifications, and directions of the 
Engineer. 
 
 
BASIS OF PAYMENT. 
The price bid shall be a unit price for each Brick Veneer Pier With Cast Stone Ball Finial furnished and 
installed, and shall include the cost of all labor, material, bricks, capstones, stainless steel dowels, 
galvanized steel tube, galvanized steel bars, and all equipment, and incidentals necessary to complete the 
work to the satisfaction of the Engineer. 
 
Payment will be made under: 
 
Item No.   Item       Pay Unit 
 
607.7033  06  Brick Veneer Piers with cast stone ball finial B Type 1     EA 
607.7034  06  Brick Veneer Piers with cast stone ball finial B Type 2     EA 
 


