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DESCRIPTION:

This work shall consist of furnishing and installing a cable fence which will include a steel frame,
cable wire, component parts and concrete footing as indicated in the Contract Documents.

MANUFACTURER’S OF CABLE FENCING AND COMPONENT PARTS:

Hayn’s - Threaded Stud System
Freeney’s Wire Rope and Rigging - CableRail
C. Sherman Johnson Company Inc.
or Equal as approved by Engineer-in-Charge 

MATERIALS:

Cable Fence & Components
The cable fence shall be 10mm 1x19 stainless steel cable provided by manufacturer as shown on
plans.  

All cable rail assembly materials and fittings including, but not limited to, rubber grommets,
terminal fittings, washers, lock nuts and end caps shall meet the standards as specified by
manufacture. 

Steel Frame & Components
Frame posts shall be steel in accordance with Section 710-10 Class A Schedule 80 Pipe dimensioned
as shown on plans.

Fence post floor flange anchor shall be steel and meet the requirements of ASTM A-709.

Steel Anchor Bolts shall meet the requirements of ASTM A-325.

Frame cap rail shall be steel as dimensioned on plans and shall meet the requirements of ASTM A-
709.

Primer & Paint
All primer and finish coats of paint used on this contract shall be produced by the same manufacturer
and selected from the Department’s Approved List for moisture-curing urethane paint systems

The primer and finish coat shall be of the color as specified in the Contract Documents. 

CONSTRUCTION DETAILS:

All posts shall be set plum and cap rail shall be level.
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Post floor flange shall be anchored to concrete footing as indicated on plans with 4 - 10mm X
200mm steel anchor bolts and nuts.  Anchor bolts shall be cast-in-place.  Contractor has the option
to use epoxy drilled inserts.  Expansion anchors are prohibited.

Posts of frame shall be installed as indicated on plans.  Post shall be inserted and field welded into
floor flange.

Cap rails shall be cut to size on site with joints intersecting above each post.  All joints shall be field
welded together and cap rail shall be field welded to posts as indicated on plans.  All welded joints
shall be ground smooth.

All steel frame components including steel posts, floor flange and cap rail shall be primed and
painted as per manufactures directions.  Stainless Steel Cable shall not be painted.

The contractor shall submit manufacturer’s shop drawings of cable fence and component parts as
well as finish coat paint samples to the Engineer for approval.  Drawings shall clearly show all
materials, connecting and joining methods.  Shop drawing and paint samples shall be submitted at
least ten working days prior to the date the contractor orders materials for the fence.  The cable fence
materials shall not be shipped to the job site until the shop drawings are approved.

METHOD OF MEASUREMENT:

The work will be measured as the number of meters of cable fence successfully installed as per the
specifications.

BASIS OF PAYMENT:

The unit price bid per meter shall include the cost of furnishing all labor, equipment and materials
necessary to satisfactorily install the cable fence including but not limited to steel frame, cable wire,
component parts and concrete footing as indicated in the Contract Documents.


