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DESCRIPTION

Under this item the Contractor shall furnish and deliver protective fence panels, posts and other
hardware required for connections by others in accordance with the plans, specifications and to
the satisfaction of the Engineer.

MATERIALS

All posts, pickets, and rail bars shall be steel conforming to A.I.S.I. Specifications C1015.  Sizes
shall be as shown on the Contract Plans.

Clip bars shall be steel conforming to ASTM A36M.  Sizes shall be as shown on the Contract
Plans.

Bolts, nuts and washers shall conform to the requirements of ASTM A307.  Sizes shall be as
shown on the Contract Plans.

Shim plates shall be steel conforming to ASTM A36 M.

All components of the decorative protective fence shall be coated with paint conforming to the
requirements of the special note “Preparation and Painting of Steel Surfaces” found in the
proposal.  The color of the finish coat shall be as shown on the plans.

CONSTRUCTION DETAILS

Posts shall be fabricated with steel clip bars welded on.  All welding shall be performed in
accordance with the New York State Steel Construction Manual.  All welds shall be ground
smooth to a neat finish.

Rails and pickets shall be formed into panels of the shapes and sizes shown on the Contract
Plans.  Rails and pickets shall be pre-cut to the standard lengths given in the plans, unless
modified in the approved Contractor’s shop drawings prepared under Item 10607.9110 M -
Decorative  Protective Fence.  Rails shall be pre-punched to accept pickets for fillet welding.

The fence posts and panels (required hardware for connection shall be loosely attached to the
panel) shall be packaged separately to provide the adequate protection against damage from the
normal hazards of shipping, handling and storing and shall be labeled for identification.  The
exterior of each carton shall contain a typed clear label which shall include name of the bridge,
the part description and quantity of parts contained in the carton.

The Contractor shall deliver the decorative protective fence panels including posts and other
hardware required for  connections,  to Bridge Maintenance yard at 325 West Main Street,
Babylon, NY 11702 for use by others.
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METHOD OF MEASUREMENT

This work will be measured by the number of protective fence panels furnished.

BASIS OF PAYMENT

The unit price bid for this item shall include the cost of furnishing and delivering protective
fence panels, end posts and other hardware required for connections, in accordance with the
contract documents and directions of the Engineer.


