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DESCRIPTION:  This work shall consist of removing and resetting existing paving units, including
cleaning and storing the salvaged paving units as necessary.  Paving units may consist of modular,
nominal, or random sized pieces of stone, flagstone, concrete, brick, tile, or similar materials.  All work
shall be in accordance with these specifications and in reasonably close conformity with lines, grades, and
details shown on the plans or as directed by the Engineer.

MATERIALS: The requirements of Section 608-2 of the Standard Specifications shall apply, except that
existing paving units shall be reused.

CONSTRUCTION DETAILS: The requirements of Section 608-3 of the Standard Specifications shall
apply.

The existing paving units shall be carefully removed, cleaned to the satisfaction of the Engineer, and
stored at an approved secure location.  Any paving units damaged in removing, hauling, storing, or
resetting shall be replaced at the contractor’s expense.  Paving units shall be reset using the pattern,
bedding material, and type of joint specified in the contract documents.

METHOD OF MEASUREMENT:   This work shall be measured as the number of square meters of
paving units reset to the satisfaction of the Engineer.

BASIS OF PAYMENT:   The unit price per square meter shall include the cost of all labor, material, and
equipment necessary to complete the work, including setting bed material, except that any necessary
excavation and subbase course will be paid for under their appropriate items.

Payment will be made under:

Item Pay Unit 

      05608.0301 M   Remove and Reset Paving Units           Square meter


