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DESCRIPTION

Under this item the Contractor shall construct steel curb protection plate in accordance with these
specifications at the locations shown on the plans.

MATERIALS

A. Structural steel shall conform to the requirements of ASTM Designation A283, Grade A, and shall
meet the requirements of the “New York State Steel Construction Manual”.

B. Paint System shall meet the requirements of Item 572.01 of the NYSDOT Standard Specifications
and Item 18573.10 as outlined in the proposal Specifications, except that the color of the top coat
shall be munsell book notation 10B 6/1.

CONSTRUCTION DETAILS

Fabrication and construction details shall comply with the detail and notes on the New York City
Department of Highways Standard Drawing H-1043 “Steel Faced Curb . . . For Structures”, as applicable with
these specifications and in accordance with the following steel facing fabrication and painting:

A. Fabrication of the steel facing shall conform to the requirements of the New York State Steel
Construction Manual.  All surfaces of completed steel facing, including anchors, fastenings,
etc., shall be thoroughly cleaned of all rust, oil, grease, scale, or foreign matter.  All surfaces
of steel facing to be exposed after installation shall be painted with standard paint system.

B. All surfaces of steel facing which remain exposed after installation shall be painted with one
(1) coat of light gray polyurethane.

METHOD OF MEASUREMENT

The quantity to be measured for payment here under shall be the number of linear meter of steel curb
protection plate installed, in place, measured along the center line of the curb.

BASIS OF PAYMENT

The requirements of subsection 609-5 “Basis of Payment” of the Standard Specifications shall apply
and shall include the steel face, anchors and fastenings in the unit bid price.


