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DESCRIPTION:

Under this item the Contractor shall construct concrete curb with steel facing as illustrated on the
plans, in accordance with these specifications, at the locations shown on the plans or as ordered by the
Engineer.

MATERIALS

1. The material requirements of Section 609 “Curbing, Gutters and Concrete Mall” of the Standard
Specifications shall apply.  The material requirements, mix preparations and manufacturing of
concrete shall comply with the Standard Specification for Class A concrete in Section 501, “Portland
Cement Concrete - General”.

2. Structural steel shall conform to the requirements of ASTM Designation A283, Grade A, and shall
meet the requirement of the “New York Steel Construction Manual”.

3. Epoxy Primer, Epoxy Intermediate Coat and Polyurethane Topcoat shall meet the requirements of
Item 572.01 Structural Steel Painting System, Shop Applied.  The Polyurethane Topcoat shall be
light gray in color such that a prepared chip shall be a reasonable visual match to Munsell Book
Notation 10B 6/1.  Viewing shall be done North Standard Daylight.

CONSTRUCTION DETAILS:

Fabrication and construction details comply with the detail and notes on the New York City Department of
Highways standard drawing H-1010 “Steel Faced Curb . . . Type D”, as applicable with these specifications,
and in accordance with the following:

A. Concrete Curb

1. Sub-section 609-3.03 “Conventionally . . .” of the Standard Specifications for construction
of concrete curb shall apply except as modified by this specification.

2. Expansion joints for curb section shall be 7 mm wide and filled with Premoulded Bituminous
Joint Filler.  An expansion joint of 19 mm thick Premoulded Bituminous Joint filler shall be
provided in the curb on each side of drainage structures.

3. All the provisions of Section 609 pertaining to “Curb Gutters and Concrete Mall” shall
apply.

B. Steel Facing

1. Fabrication of the steel facing shall conform to the requirements of Subsections 564-3
“Construction Details” of the Standard Specifications.

2. All surfaces of completed steel facing including anchors, fastening, etc., shall be thoroughly
cleaned of all rust, oil, grease or foreign matter in accordance with Item 572.01 Structural
Steel Paint System, Shop Applied.  All surfaces of steel facing to be exposed after
installation shall be painted in accordance with and meet the requirements of Item 18573.10.
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3. Curved steel facing shall be bent to radii designated on the plans, with tangent 915 mm
lengths provided in the end sections that will incorporate the point of curvature and point of
tangency of the curb radius.

4. Special steel facing for drop curbs, splays, etc., shall be constructed as indicated on the New
York City Highway Drawing H-1015 “Steel Faced Drop Curb (Driveways)”.

METHOD OF MEASUREMENT

Measurement will be taken as the number of linear meter of steel faced concrete curb furnished and installed
where shown on the plans as ordered by the Engineer.

BASIS OF PAYMENT

The unit price bid per linear meter shall include the cost of furnishing all labor, materials, equipment,
excavation to bed the curb, and backfill, except where select backfill is called for, necessary to satisfactorily
complete the work.  Cleaning and painting of steel facing shall be included in the unit price bid.


