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DESCRIPTION

Under this item, the contractor shall supply and install steel facing for curb on structure at
the locations indicated on the plans.

MATERIALS

A. Structural Steel shall conform to the requirements of ASTM Designation A283M,
Grade A, and shall meet the requirements of the New York State Steel Construction
Manual.

B. Epoxy primer, Epoxy Intermediate Coat and Polyurethane Topcoat shall 
meet the requirements of Item 572.01 M Structural Steel Paint systems: Shop Applied,
except shop inspection for painting is not required. The Polyurethane topcoat shall be light
gray in color such that a prepared chip shall be a reasonable visual match to Munsell Book
Notation 10B 6/1. Viewing shall be done under North Standard Daylight.

C. Concrete grouting material shall meet the requirements of subsection 701-05.

CONSTRUCTION DETAILS

Fabrication details shall comply with the details and note on the New York city Department
of Highways Standard Drawing H-1043 “Steel Faced Curb ......... For Structures” and with
the following:

A. Fabrication of the steel facing shall conform to the requirements of the New York
State Steel Construction Manual.  All surfaces of completed steel fac ing,  inc lud ing
anchors, fastenings, etc., shall be thoroughly cleaned of all rust, oil, grease, scale, or
foreign matter in accordance with the requirements of SSPC-SP6 prior to painting.

B. All surfaces of steel facing, which remain exposed after installation shall be painted
with three coats of paint as described in Paragraph B, Materials, above. Finish coat color
shall be light gray, conforming to Munsell Book Notation 10B 6/1. Viewing shall be done
under North Standard Daylight.

C. Concrete Grouting Material, if required shall be placed adjacent to the steel facing
in locations shown on the Plans.
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METHOD OF MEASUREMENT

The quantity to be paid will be the number of meters of steel facing actually installed.

BASIS OF PAYMENT

The unit price bid per meter shall include the cost of all the materials and labor
necessary to install the steel facing and concrete grouting meterial. The cost of
furnishing and placing concrete and forming of the recess, if required, are included in
the appropriate concrete items.


