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DESCRIPTION 
This work shall consist of furnishing SOCCER GOAL SET - PORTABLE in accordance with 
the contract documents and as directed by the Engineer.  
 
MATERIALS. 
Portable Soccer Goals: Portable Soccer Goals shall be 2.44 m (8’) x 7.32 m (24’) regulation size.  
Post and Crossbar shall be 100 mm (4”) by 50 mm (2”) 3 mm (11 gauge) tubular steel, with a 
special cable for net attachment.  Soccer goals shall be polyester powder coated-finish color shall 
be WHITE.  Goal sets shall consist of two (2) goals and be as follows or approved equal: 
 
• Model 83 as manufactured by Keeper Goals, Wauwatosa, WI,  
• Model BN24 as manufactured by Boundary Fence Co., Jamaica, NY,  
• Model RDCSG-824 as manufactured by Round Club Goals, Jaypro Sports LLC, 

Waterford, CT. 
 
Safety Warning Labels: Both vertical posts of each portable soccer goal shall be provided with a 
Consumer Products Safety Commission “Warning label” such as those provided by Keeper 
Goals.  The labels shall be placed so they are clearly visible to the public.  Label, type 
1.“WARNING----NEVER CLIMB ON GOAL, Goal can fall over causing serious injury or 
death” and Label, type 2. “WARNING-ALWAYS ANCHOR GOAL, Unsecured goal can fall over 
causing serious injury or death”. Four (4) labels are required per Set of goals (2 labels of each 
type).  
 
Anchor Bags: Anchor bags shall be eight (8) heavy-duty canvas bags required per Set of goals (4 
per goal). Bags shall be as follows or approved equal: 
 
•  Model 10B1601 as manufactured by Kwikgoal, Quakertown, PA;  
• Goal anchor Sand Bags SKUgabs4 by Goals 4 Sports, Marmas Enterprise, Coventry RI 

02816; 
• Goal Anchor Sand Bags SB4 by Goal Sporting Goods Inc., Essex CT. 06426. 
 
Sand:  144 kg (320 lbs) of sand shall be provided in eight (8) 18 kg  (40 lbs) bags, per Set of 
goals. 
 
Submittals:  The Contractor shall submit shop drawings (when proposing a substituted item) or 
catalog cuts (when proposing a specified item) showing all components and assembly details. 
The Contractor shall also submit maintenance data. 
 
Substitutions:  A written request for substitution of manufactured products must be submitted to 
the Engineer for review and approval. The Contractor shall submit this request, along with a 
detailed shop drawing for approval, a minimum of two weeks prior to the intended date of 
construction.  All substitutes must be approved in writing prior to ordering. 
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CONSTRUCTION DETAILS: 
The Contractor shall be responsible for setting up goal for inspection by the Engineer to 
demonstrate completeness and acceptability of the system. Prior to filling anchor bags, each goal 
shall be placed either in final position, or against the fence, as directed by the Engineer.  Anchor 
bags shall be installed as per manufacturers’ instructions to secure goal and minimize the 
possibility of accidental tip-over. Each anchor bag shall be filled with 18 kg (40 lbs) of sand. 
Safety Warning Labels shall be prominently displayed on each goal post (2 required per goal, 
one of each type). 
 
METHOD OF MEASUREMENT 
This work will be measured as the number of SOCCER GOAL SET - PORTABLE satisfactorily 
furnished in accordance with the plans, specifications, and directions of the Engineer. 
 
BASIS OF PAYMENT 
The unit price bid shall include the cost of furnishing all labor, materials, and equipment 
necessary to satisfactorily complete the work. 


