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DESCRIPTION 
 
This work shall consist of furnishing, installing, and maintaining during this contract; a weed control mat, 
in conformance with the NYSDOT Standard Specifications, this item’s special provisions, the 
manufacturer’s requirements, as shown on the plans, and as directed by the engineer. 
 
MATERIALS 
 
The Weed Control Mat shall be a commercial weed control product. The mat shall prevent either sunlight, 
water, or vegetation nutrients from reaching the soil underneath. The mat shall contain no herbicides and 
shall resist ultraviolet light, mildew, and algae. The mat shall be self-extinguishing when removed from 
flame. The matting shall be denser than water and able to support pedestrian traffic and commercial 
tractor mowing equipment’s wheels and skid plates without displacement. The contractor shall follow the 
manufacturer’s installation instructions, and a manufacturer’s representative shall certify that the mat’s 
field installation satisfies the manufacturer’s and NYSDOT’s requirements. Prior to the delivery of the 
materials, the contractor shall submit two one square meter samples of the weed control mat to the 
engineer and Regional Landscape Architect for approval. No separate payment will be made for these 
samples and their cost shall be included in the items bid for this project. 
 
CONSTRUCTION DETAILS 
 
The weed control mat shall be placed as required by the manufacturer. Prior to the matting’s delivery, a 
copy of the manufacturer’s installation requirements shall be provided to the engineer. No separate 
payment will be made for this copy of the manufacturer’s installation requirements supplied to the 
engineer, and its cost shall be included in the items bid for this project. 
 
The areas to receive the weed control mat will be cleared of all trash and debris. All vegetation shall be 
removed to the ground. All cleared trash and debris shall be disposed of by legal means. All removed 
vegetation shall be disposed of in conformance with NYSDOT Standard Specifications Section 201-3.03. 
After clearing, the weed control mat areas are to be graded to a smooth surface and compacted to a 
minimum of 90% relative compaction. The area will be graded to drain water away from the matting’s 
center. The surface areas to receive the matting shall be smooth, firm, stable; and free of rocks, clods, 
foliage, roots, or other material that will prevent the matting from lying in direct contact with the soil 
surface. The mat shall lie smooth, and in uniform contact with the ground surface without bulges or 
wrinkles and drain water away from the mat’s center. 
 
The weed control mat shall be placed as shown on the plans, according to the manufacturer’s 
requirements, and engineer’s directions; beneath and adjacent to the guide rail, cable guide railing, 
fencing, light poles, signs, and utility boxes. With new guide rail, cable guide railing, fencing, light poles, 
signs, and utility boxes; the matting shall be placed immediately following the installation of the posts or 
foundations; and before the installation of the rail, cable, fence fabric, light pole, sign panel, or 
accessories. After the posts or foundations are in place, the matting shall be installed by lifting it above 
the posts or foundations, and placing it on the ground with the posts passing through the prefabricated 
openings in the mat. For existing guide rail, cable guide railing, fencing, light poles, signs, and utility 
boxes with consistent post spacing; the mat shall initially be laid next to the existing fixtures, with the 
pre-cut openings aligned next to the existing posts. For structures with inconsistent post spacing, the mat 
shall initially be laid next to the existing fixtures, and then the non-cut mat will be cut to the  
manufacturer’s requirements. 
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Then the mat will be slid sideways into place with the posts passing through the holes in the mat. 
Following the placement of the mat, the weed control integrity of the mat will be established and 
maintained during the contract, according to the manufacturer’s requirements. 
 
METHOD OF MEASUREMENT 
 
Payment for the weed control mat will be measured by the square meter for the matting surface area, 
including the posts’ areas, furnished and installed in the field as determined by the engineer. 
 
BASIS OF PAYMENT 
 
The contract price paid per square meter of weed control mat shall include full payment for the labor, 
materials, tools, equipment, accessories, and all incidentals to completely furnish and install the weed 
control mat, complete in place; as shown on the plans, as specified in the NYSDOT Standard 
Specifications and these special provisions, and as directed by the manufacturer and engineer. 


