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DESCRIPTION:

This work shall consist of furnishing and installing trash receptacles in the locations identified in the
contract documents or as directed by the Engineer.

MATERIALS:

The materials used in this work shall conform to the following requirements:

A. Steel Frame.  The frame shall be fabricated from 9.5mm thick steel bars in accordance with ASTM
A40.  Galvanization shall be in accordance with Section 719-01 of the Standard Specifications. 
The entire frame shall be electrostatically power coated by the manufacturer to produce a baked
resin finish.  Color shall be as specified in the contract documents.  The contractor shall submit a
color sample for approval by the Engineer.

B. High Density Plastic Liner.  The high density plastic liner shall have a minimum capacity of 36
gallons and shall be sized to fit the steel frame.  High density plastic liner color shall be flat black.

C. Steel Cable with Vinyl Coating.  Vinyl coated cable to secure trash receptacle lid shall meet the
requirements of Section 710-12 of the Standard Specifications.  

D. Fittings.  Fittings shall be manufactured out of weldable steel, malleable iron, cast iron, cast steel or
stainless steel as described below.  Fittings in contact with galvanized surfaces shall be galvanized
in accordance with Section 719-01 of the Standard Specifications.  All fittings shall be
electrostatically power coated by the manufacturer to produce a baked resin finish. Color shall be as
specified in the contract documents.   Sizes shall be as recommended by the manufacturer.

E. Base Assembly.  The base assembly is to be steel and electrostatically powder coated by the
manufacturer to produce a baked resin finish.  Color shall be as specified in the contract documents. 
Base assembly to be fastened by anchor bolts to the concrete sidewalk.

F. Steel Lid.  Dome lid to be fabricated from steel and electrostatically power coated by the
manufacturer to produce a baked resin finish.  Color to be as specified in the contract documents. 
Steel dome lid to be attached to steel frame by steel vinyl coated cable.

Manufacturer.  The trash receptacle shall be the model listed or approved equal.

Victor Stanley, Inc.
Brick House Road
Dunkirk, Maryland 20754
Telephone # 1-800-368-2573
Model: S-42 with S-2 Steel Dome Lid
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CONSTRUCTION DETAILS:

The contractor shall submit shop drawings and catalog cuts to the Landscape Architect for approval prior
to purchase of the trash receptacle.  The assembled trash receptacles shall be installed in the location
shown on the plans in accordance with the specifications and recommendations of the manufacturer. 
Trash receptacles shall be set level and plumb, and be anchored to concrete sidewalk as shown in plans,
details, specifications and as approved by the Engineer.

All sidewalk restoration necessitated by this work shall be done to the satisfaction of the Engineer.

METHOD OF MEASUREMENT:

This work will be measured as the number of trash receptacles supplied and installed in accordance with
the plans, specifications, and direction of the Engineer.

BASIS OF PAYMENT:

The unit price bid for each trash receptacles shall include the cost of furnishing all labor, materials and
equipment necessary to complete the work.  

Sidewalk restoration shall be included in the cost of this item.


