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Item 24615.0596M - Mowing Limits Markers

DESCRIPTION. This work consists of furnishing mowing limit markers and installing them in
accordance with the attached details, the plans or as directed by the Engineer.

MATERIALS. Mowing limit markers shall be any commercially available semi-rigid composite
fiber reinforced plastic posts or flexible co-extruded polyethylene posts with U.V. inhibitors.
Posts shall not crack at temperatures as low as -30 °C. Posts shall have adhesive decals meeting
the following requirements and conforming with the attached details:

Posts.  Posts or post assemblies shall be such that they can withstand wind and shall be approved
by the Engineer.
Approximate Width:  63.5 to 76.2mm
Length: 1.2m above ground
Color: Standard-medium to dark brown or black as approved by the

Regional Landscape Architect or as specified elsewhere in the
Contract documents

Anchor Device: Manufacturer’s standard anchor system

Adhesive Decal: Decals shall be brown or black and shall match the color of the posts. Decals
shall be cast vinyl sheeting with inks suitable for outdoor use and shall be covered with a
laminate protective layer that provides resistance to weather, graffiti, vandalism and
discoloration. Decals shall be adhesive on one side. Letters shall be white and of a size and
weight to fully utilize the full dimension of the decal and shall be legible. The adhesive decal
shall be as approved by the Regional Landscape Architect.

CONSTRUCTION DETAILS. Mowing limit markers and decals shall be fabricated and
installed as shown on the attached detail and in accordance with the manufacturers instruction.
The mowing limits shall be permanently delineated by installing the marker posts plumb with
1.2m showing above the ground. 

Inspection. After inspection of the mowing limit markers, the Engineer will inspect for proper
location, line, orientation and installation. All apparent defects disclosed shall be corrected by
the Contractor to the satisfaction of the Engineer and the cost thereof shall be included in the
Contractor’s unit bid price.

DAMAGE. The contractor shall care for the mowing limit markers until the final acceptance of
the contract. All damage features shall be repaired or replaced, at no additional cost, to the
satisfaction of the Engineer.
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METHODS OF MEASUREMENT: Mowing limit markers will be measured as the number of
complete markers with decals satisfactorily furnished and installed.

BASIS OF PAYMENT. The unit price bid shall include the cost of all labor, materials,
equipment and incidentals necessary to satisfactorily complete the work.
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