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DESCRIPTION:

This work shall consist of removing existing Wooden Bench Seats attached to steel plates and cast stone
supports and replacing them with new wood in accordance with the Contract Plans and as specified by the
Engineer.

MATERIALS:

Wood - Lumber shall be of the size and dimension requirements shown on the Contract Plans and
meet the requirements of the following subsections of Section 700 - Materials  in the
Standard Specifications:

          

708-31 Wood Preservative - Water Borne
712-13 Timber and Lumber

     
 

Hardware - Existing hardware shall be reused as determined by the Engineer.
Where new hardware is required, it shall be of the size and dimensions shown on the Plans
and meet the requirements of the following subsections of Section 700 - Materials in the
Standard Specifications:

          

715-16 Stainless Steel Connecting Products
719-01 Galvanized Coatings and Repair Methods

          

All hardware used shall be approved by the Engineer.

CONSTRUCTION DETAILS:

The Contractor shall carefully remove the wood from all the identified benches and salvage the hardware
as specified by the Engineer.  The Engineer shall approve all hardware to be reused.
   

The Contractor shall supply additional hardware conforming to the type and size of the existing hardware.
   

The lumber required shall conform to the sizes and dimensions shown on the Plans.
   

In addition, all Subsections in Section 594 - Timber and Lumber,  that pertain to this work, shall apply.

METHOD OF MEASUREMENT: 

The quantity to be paid for will be the number of each completely replaced Wooden Bench Seat.

BASIS OF PAYMENT: 

The unit price bid for each Wooden Bench Seat replaced shall include the cost of furnishing all labor,
materials, and equipment necessary to complete the work including removing, disposing, and replacing
the Wooden Bench Seats as specified, and all incidentals necessary to complete the work.


