ITEM 615.10 11 — DOCUMENT AND PROTECT EXISTING HISTORICAL
PLAQUE

DESCRIPTION

This work shall consist of documenting and protecting existing historical plagues in accordance
with the contract documents and as directed by the Engineer. For the purposes of this
specification, the term “documenting” shall include photographing and measuring the existing
plaque as specified on the contract documents or as directed by the Engineer.

MATERIALS \«

Wood box covering shall be as indicated on the contract drawings and conform t 94-2
of the Standard Specifications.

Y4
CONSTRUCTION DETAILS (}
Prior to the beginning of construction, the Contractor shall take digital pho phs of each

i
plaque with an english ruler next to it, such that the dimensions (in.inghes) of each side of the
plaque is shown in the photograph . A minimum of four (4) phafo 7 one from each side of
the plaque, shall be taken for each plaque. The Contractor shall t rnish and install a wood
box covering over each plaque as specified on the contract plans.

veek This shall include taking a minimum
aque, with an english ruler next to it, such that
If the Engineer determines no damage to

the dimensions (in inches) appear in the phe
the plaque has occurred, the Contractor sha

the above procedure once a week. If, hawever/the Engineer determines the plague has been
damaged by the Contractor’s opera it shall be repaired or replaced, to the satisfaction of the
Y

New York City Park’s Dwartrr@ CDPR), at no expense to the State or the NYCDPR

METHOD OF MEASU
This work will be m

T
d as’the number of historical plaques satisfactorily protected.

BASIS OF PA
The u}rK‘ Erd shall include the cost of furnishing all labor, materials, and equipment
t

necessa isfactorily complete the work. Payment for the digital camera shall be made

s der its respective item.
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