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Description

This work shall consist of furnishing and erecting (an) Adirondack Kiosk(s) of the type and size
and at the location shown on the plans or as directed by the Engineer.  Construction of the
Adirondack Kiosk shall be done in accordance with the specifications and the plans.

Materials

Material Quality

WOOD

Posts, beams, side beams, collar ties,
support posts, rafters, side rafters, frame
logs, rafter headers, ridge beam.

Red cedar logs debarked–logs shall be
reasonably straight and free of splits and
scrapes

Plywood for roof & panels Pressure treated  CD Fir 

Cedar shakes Hand split, Grade #1, red cedar 19mm - 
28m thick

Cedar boards used in panel frame Red cedar Lumber Grade #1

Metal Fasteners

Common nails, roofing nails, spikes, 
wood screws

Hot-dipped galvanized steel

Lag bolts, washers Not specified

Steel strap A-36 Steel

Other Materials

Asphalt Roofing Felt Paper Section 712-12 of the Standard
Specifications

Preservative USOL organiclear TM2 & TM-5 & WR5
Standard Tar Products, Inc., 2456 W.
Cornell St., Milwaukee, WI
53209-6294
1-800-544-7650
or Equal

Cement Pre-packaged, all purpose cement.
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Construction Details

Prepare site to near finish grade.  Excavate for posts.  Place cement in post holes.

Apply 2 coats of wood preservative to posts per manufacturer’s recommendation.  Place posts
into post holes.  Attach panel frame supports, log beams and collar ties per details shown. 

Plumb Posts; backfill post holes and compact in lifts AOBE

Complete assembly of roof system framing including side beam, head beam, rafters, side
rafters, etc.  Apply 2 coats of wood preservative to all log components per manufacturer’s
recommendation.

Install roof sheathing, felt paper and cedar shakes.  Fabricate and install sign panel frame.
Apply 2 coats of wood preservative to cedar shakes and sign panel frame.

Sign Panel Image and its installation shall be paid under a separate item.

Method of Measurement

The quantity to be paid for shall be the number of units furnished and placed in accordance
with the plans.

Basis of Payment

The unit price bid shall include the cost of all labor, tools,  equipment, and materials necessary
to complete the work, including excavation and back fill for posts.


