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DESCRIPTION 
This work shall consist of cleaning oil/grit separators in accordance with the contract documents and as 
directed by the Engineer. 
 
MATERIALS 
None Specified. 
 
CONSTRUCTION DETAILS 
The contractor shall open the access holes of the oil/grit separator and make a visual inspection in the 
presence of the Engineer.  
 
For the work described herewith, entry into the oil/grit separator should not be necessary.  Oil/grit 
separators are confined spaces and any entry requires OSHA safety procedures (29 CFR 1910.146). 
 
All trash, debris and floatable product shall be removed from all chambers. All oil, sludge, sediment and 
solids shall be removed from the grit chamber. If sludge, sediment and solids are present in the other 
chambers, they shall be cleaned as well. Clean-out shall be accomplished via catch  or vacuum truck. 
After cleaning, the manholes are to be reset and all resulting waste including oil, sludge, sediment, and 
water shall be disposed of by the Contractor as specified below.  
 
The waste product of oil/grit separators is considered a non-hazardous industrial waste and shall be 
treated as such. A single shipment of this waste weighing more than 500 pounds must be transported by a 
hauler who meets industrial waste transport requirements. Disposal of the product is required at permitted 
industrial waste facilities.  
 
The Contractor must demonstrate to the Engineer that the requirements for the transport and disposal of 
industrial waste have been fulfilled. 
 
METHOD OF MEASUREMENT 
This work will be measured by the number of oil/grit separators satisfactorily cleaned. 
 
BASIS OF PAYMENT 
The unit price bid shall include the cost of furnishing all labor, materials, equipment, and disposal 
necessary to satisfactorily complete the work. 
 


