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DESCRIPTION.  This work shall consist of furnishing and installing pre-cast bronze statuary in
accordance with the plans, this specification, and the orders of the Engineer.

MATERIALS.

PRE-CAST BRONZE STATUARY. Pre-cast bronze statuary shall be solid,
representative of the object and conforming to the dimensions specified in the
contract documents, and constructed to be permanently mounted to a concrete
footing.  The statuary shall meet the approval of the Regional Landscape Architect.

Cast In-Place Concrete - Class A Section 501.

                                                                                                                                                           
CONSTRUCTION DETAILS.  The statuary shall be located as directed by the Regional
Landscape Architect, the contract documents and orders of the Engineer.   The Contractor shall
furnish and place statuary on a cast in-place concrete footing which extends from grade to below the
frost line.  Method of installation shall be approved by the Regional Landscape Architect or the
Engineer. Approval of installation method will be determined by the ability of the installation to
withstand the rigors of public use.  Method of installation shall not interfere with the artistic integrity
of the statue. 

METHOD OF MEASUREMENT.  This work will be measured for payment as the number of
statues installed in accordance with the plans, specifications, and orders of the Engineer.

BASIS OF PAYMENT.  The unit price bid per statue shall include the cost of all labor, materials,
and equipment necessary to complete the work.


