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DESCRIPTION 

This work shall consist of furnishing and installing 1 NPS globe valves as indicated on the 
contract plans, in accordance with this specification, NYCDPR standards, and as directed by the 
Engineer. 

 

MATERIALS 
 
VALVES:  Valves shall be all bronze, renewable composition disc, rising stem, screwed ends, or 
solder ends, with a 25 mm operating nut, Stockham No. B-22 or B-20, or approved equal. 
 
OPERATING KEY:  An approved operating key of proper size for each valve shall be furnished 
by the Contractor, except that the Contractor need not furnish more than two (2) keys for each 
size or kind of valve regardless of the quantity of valves called for in the contract. 
 
CONSTRUCTION DETAILS 
 
Construction shall be in conformance with the Contract Drawings along with the following 
applicable local rules and ordinances:  
 

- New York City Building Code 
- Rules and Regulations Governing and Restricting the Use and Supply of Water-City of 

New York Department of Environmental Protection 
- Electrical Code of the City of New York 
- National Electric Code (NEC) 
- Standards For the American Society of Testing and Materials (ASTM) 
- American National Standards Institute (ANSI), 

 
The more stringent of two or more applicable codes shall apply.  In addition, electrical 
Equipment shall conform to the Standards of the National Electrical Manufacturers’ Association 
(NEMA) and the Underwriters Laboratories, Inc.(UL). 
 
The Contractor shall submit and obtain approval from the Engineer shop drawings (five sets) 
showing the type of globe valves to be used. The Contractor shall also submit and obtain 
approval for five copies of detailed specifications for the globe valves to be used. 
 
The Contractor is responsible for obtaining any required permits and approvals from all 
Departments and Agencies having jurisdiction.  All plumbing connections shall be made by a 
licensed Plumber.  Electrical work shall be performed by a licensed Electrician. 
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METHOD OF MEASUREMENT 
This work will be measured as the number of globe valves satisfactorily furnished and installed.   

 

BASIS OF PAYMENT 
The unit price bid shall include the cost of furnishing all labor, materials, and equipment 
necessary to satisfactorily complete the work. 


