
This 
Specification 

has been 
Disapproved

AN REPLACED BY
ITEM 

03619.010301

ITEM 03619.0103 M -  SPECIAL MAINTENANCE & PROTECTION OF TRAFFIC 
(Region 3)

9/10/97 MPage 1 of 4

DESCRIPTION

Under this work, the contractor shall provide all labor, materials, and equipment necessary for
traffic control so that safe access is provided  for the proper inspection  of various portions of
bridges.

MATERIALS:

The contractor's key personnel shall have a minimum of five (5) years of documentable
experience in the performance of traffic control similar to the scope of this work.  The contractor
shall supply all signs as required by the schemes as part of this work.  All signs shall meet the
requirements of item 619.02M - Construction Signs (Fluorescent Orange Reflective Sheeting),
except for the sections titled Method of Measurement, and Basis of Payment. 

All flashing arrow boards shall meet the requirements of item 619.0303M, except for the
sections titled Method of Measurement, and Basis of Payment.

All specification requirements of NYSDOT Section 619 of the Standard Specifications of the
New York State Department of Transportation dated January 2, 1995, as amended, shall apply.

 CONSTRUCTION DETAILS:

The contractor shall be solely responsible for providing all labor, materials, and equipment 
required for traffic control at each bridge site during the inspection team's  operations.  All traffic
control equipment and procedures shall meet, as a minimum, the requirements of the NYSDOT 
Manual of Uniform Traffic Control.

The daily operation shall include short duration traffic control including all signs, cones, flashing
arrow boards, and shadow vehicle with an attenuator at each bridge site.  The contractor shall be
responsible for maintaining traffic control during the entire time the NYSDOT inspection team
or maintenance crew is working and up until such time that the team has completed work for the
day as directed by the NYSDOT Team Leader or Crew Supervisor.

Traffic control set-ups shall be completed prior to the time the inspection team is scheduled to
begin work at the site and shall be removed upon notification by the NYSDOT Team Leader or
Crew Supervisor that the work is completed.

The location of work to be performed is included in the proposal.

The contractor, when scheduled, shall be required to have all necessary traffic control materials
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and equipment at each bridge location.  The traffic control materials and equipment used by the
contractor shall be in first class condition and shall be subject to approval of the NYSDOT.
All materials and equipment will be inspected by the NYSDOT upon arrival at the job site.  If
found unsatisfactory, the contractor shall immediately replace such materials and/or equipment
to the satisfaction of the NYSDOT.  Under no circumstances shall bridge inspection work begin
until traffic control is installed and accepted by the NYSDOT.

The contractor shall be required to provide M&PT setups for a minimum of two crews working
simultaneously in a single day.  Each crew may also be at several different bridge sites in the
same day.

The NYSDOT Team Leader or Crew Supervisor has total control of the site. The Contractor is to 
furnish a contact person(s) and telephone number(s).  In the event the day's work is to be
cancelled due to inclement weather or other circumstances, the NYSDOT Team Leader or Crew
Supervisor shall notify the Contractor by telephone before 6:00 A.M.   No payment shall be
made for any day's work which has been so cancelled by the NYSDOT Team leader or Crew
Supervisor.

It is the intent of the NYSDOT to schedule the work in a logical manner to have the work
progress smoothly.  However, the contractor should be aware that traffic control scheduling will
be short-term and intermittent.

Work shall continue until all bridges are complete or until such time as the winter climate makes
it impossible to schedule further work as determined by the NYSDOT Team leader or Crew
Supervisor . No lane closure shall be allowed during inclement weather conditions because of
the
safety of the public, inspection team, maintenance crew, and contractor.

The NYSDOT inspection teams are scheduled to work 10-hour days, including travel time to and
from the work sites.  Lane closures, either weekday or weekends, will not be permitted overnight
and will not begin until one-half hour after sunrise and must be removed one-half hour before
sunset. 

Lane closures on the Interstate highways may be limited from 9:00 a.m. to 3:30 p.m. in
Onondaga  County, or as directed by the NYSDOT Team leader or Crew Supervisor.

The crew assigned by the contractor to provide traffic control shall be thoroughly knowledgeable
and experienced with procedures and practices of traffic control at bridge sites.

Whenever the contractor is not present at the bridge site, and where it may be desirable for the
NYSDOT to give instructions, they shall be received and obeyed by the contractor's job-site
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supervisor.  

The contractor shall perform the work of this Contract in accordance with Sections 107-05A and
107-05F of the Standard Specifications of the New York State Department of Transportation
dated January 2, 1995, as amended, current OSHA Standards, and the dress requirements of the
New York State Bridge Inspection Safety Manual.  

The safety of the traveling public, the NYSDOT Bridge Inspection Teams, contractor's
personnel, and all other individuals involved in the work shall be paramount at all times.

The contractor will be required to obtain any permits required to perform his/her work.  A file of
copies of permits shall be furnished to the State prior to the start of work.  The contractor must
have present at the work sites at all times a copy of all required permits.  Application for permits
shall be made immediately following the Award of Contract.

The contractor shall promptly remove all equipment, waste, and other material brought by
him/her or his/her employees to the site and shall restore the site to its original condition to the
satisfaction of the NYSDOT Team Leader or Crew Supervisor at each bridge location.

The contractor will not be required to repair and maintain the surface of the traveled way              
 except to repair damage resulting from his/her operations.  All travel lanes and shoulders shall
be cleared of all obstructions including traffic control devices, made safe for travel, and returned
to service at the conclusion of each workday.

METHOD OF MEASUREMENT:

The quantity to be paid for shall be each day that traffic control is provided per bridge inspection 
crew.    

BASIS OF PAYMENT:

The unit price bid for this item shall include the cost of furnishing all labor, material,
construction signs, and equipment necessary to complete the work as specified, including the
transportation of all equipment and personnel to and from each site within the counties of
Cayuga, Cortland, Onondaga, Oswego, Seneca, and Tompkins.  Vehicles shall be provided as
required by the scheme(s) to be used at each site.  Adjusted unit prices will be paid for
unforeseen circumstances on the following basis:

i.  Contractor at bridge site, but work by the inspection team cannot be performed.  No traffic
control assistance performed.  Payment will be at thirty (30%) percent of the unit bid price for
the per day cost to provide traffic control.
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ii. Contractor at bridge site and has set-up traffic control, but no work is performed by the
inspection team or the inspection team has to stop because of weather or equipment failure
before 12:00 o'clock noon.  Payment will be at seventy (70%) percent of unit bid price for the
per day cost to provide traffic control.

iii. Contractor does not have traffic control set up in time for the bridge inspection team to begin
work.  Payment will be deducted at a percentage rate equal to the portion of the work day that
was missed.

A Field Work Report Certification shall be completed by the contractor and signed by both the
contractor job site supervisor and NYSDOT Team Leader or Crew Supervisor at the end of work
at each bridge where Special Traffic Control Assistance is performed. The Field Work 
Report Certification with original signatures shall be submitted to the State with each invoice for 
payment for each day of Special Traffic Control Assistance.  The Field Work Report
Certification shall indicate the following:

        -
all contractor and NYSDOT personnel at each bridge site for which Special Traffic Control
Assistance was performed;
 the BIN;
        -
the date, time of arrival, and time of departure at each bridge site where Special Traffic     
Control Assistance was performed; and
        -
specialized NYSDOT equipment used at each bridge site where Special Traffic Control     
Assistance was performed.


